














ROFU
®
 EXIT SWITCHES

 9600 SERIES

ROFU Mushroom Exit Switches
9600 Series

• 1/4" Extruded Aluminum cover provides durability and tamper resistance.
• Spanner head stainless steel machine screws for mounting on standard electrical box

discourage unauthorized attempts to remove plate.  Spanner wrench supplied.
• Red 23/8" Mushroom Cap.

Specifications

• Specify Finish: US28 (Aluminum) or US40 (Dark Anodized Bronze)

Options

• Narrow Style Cover Plate (15/
8" x 43/4") for Installation on Aluminum Doorframe.

• Switch Function: Normally Open or Normally Closed.  (See part numbers).
• Stackable Contact Blocks (up to 6).
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SPECIFICATION DETAILS ROFU
®
 MODEL 9600

Standard Size Cover Plate 3" x 4 3/4" (Specify US28 or US40)

Part # Description Mode Rating Function
9600 2 3/8" Mushroom Cap NO-Momentary 10A/400V SPST
9601 2 3/8" Mushroom Cap NC-Momentary 10A/400V SPST

Narrow Size Cover Plate 1 5/8" x 4 3/4" (Specify US28 or US40)

Part # Description Mode Rating Function
9620 2 3/8" Mushroom Cap NO-Momentary 10A/400V SPST
9621 2 3/8" Mushroom Cap NC-Momentary 10A/400V SPST

Optional Parts:

Part # Description Mode Rating
39340 2 3/8" Mushroom Cap
39335 Mounting Base with One NO Contact Block 10A/400V
39336 Mounting Base with One NC Contact Block 10A/400V

Receptacle
Size

Narrow
Size

1/4”
6.0 mm

4
3/4”

120.0 m
m

3.0”
76.0 mm

4
3/4”

120.0 m
m

15/8”
42.0 mm

Exit Switch
Projection

11/2”
38.0 mm

11/4”
32.0 mm

23/8”
60 mm 19/16”

40 mm
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ROFU
®
 EXIT SWITCHES

 9700 SERIES

ROFU Metallic Flush Head Exit Switches
9700 Series

• 1/4" Extruded Aluminum cover provides durability and tamper resistance.
• Spanner head stainless steel machine screws for mounting on standard electrical box

discourage unauthorized attempts to remove plate.  Spanner wrench supplied.
• Vandal Resistant
• Non-Flammable
• Red 11/4" Metallic Flush Head.

Specifications

• Specify Finish: US28 (Aluminum) or US40 (Dark Anodized Bronze)

Options

• Narrow Style Cover Plate (15/8" x 43/4") for Installation on Aluminum Doorframe.
• Switch Function: Normally Open or Normally Closed.  (See part numbers).
• Stackable Contact Blocks (up to 6).
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Standard Size Cover Plate 3" x 4 3/4" (Specify US28 or US40)

Part # Description Mode Rating Function
9700 Metallic Flush Head NO-Momentary 10A/400V SPST
9701 Metallic Flush Head NC-Momentary 10A/400V SPST

Narrow Size Cover Plate 1 5/8" x 4 3/4" (Specify US28 or US40)

Part # Description Mode Rating Function
9720 Metallic Flush Head NO-Momentary 10A/400V SPST
9721 Metallic Flush Head NC-Momentary 10A/400V SPST

Optional Parts:

Part # Description Mode Rating
39332 Metallic Flush Head Momentary
39335 Mounting Base with One NO Contact Block 10A/400V
39336 Mounting Base with One NC Contact Block 10A/400V

11/4”
32 mm

Exit Switch
Projection

11/2”
38.0 mm

7/16”
11.1 mm

19/16”
40 mm

Receptacle
Size

Narrow
Size

4
3/4”

120.0 m
m

3.0”
76.0 mm

4
3/4”

120.0 m
m

15/8”
42.0 mm1/4”

6.0 mm

SPECIFICATION DETAILS ROFU
®
 MODEL 9700
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ROFU
®
 ELECTRIC STRIKE

ACCESSORIES

NOT TO SCALE - TECHNICAL DATA SUBJECT TO CHANGE WITHOUT NOTICE

10002 Lip Extender, offers a full 2” extension
or can be cut to fit in the field.
for Models: 1402,1702, 3402,
1403,1703, 3403, \1404,1704, 3404,

5525 Lip Extender, offers a full 1” extension
for Models: 2402 and 2404

5550              Lip Extender, offers a full 2” extension
for Models: 2402 and 2404

1010 Switch with momentary form “C” contact.
White 33/8" x 3 3/8

 " x 11/3"  deep

1015 Switch with momentary Double DPDT
contact, with stainless steel push button.
41/4" x 11/4" x 21/4" deep (108x32x57mm)

9000 Buzzer, electronic, for 7-30 VDC
1 " x .63" x .57"

ROFU® Latch Guards

3” x 10” Plate w/ Cylinder Cutout

Model # Description
35001 9625 x US32D LH
35002 9625 x US32D RH
35011 9625 x 603 (Zinc on Steel) LH
35012 9625 x 603 (Zinc on Steel) RH
35021 9625 x Paint Grade LH
35022 9625 x Paint Grade RH

Model 1015Model 1010

Model 9000

Model 10002 Model 5525 Model 5550

Latch Guard
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9112 Plug-in transformer, input: 120 VAC;
output: 12 VAC / 1.0 amp.

9112D Plug-in transformer, input: 120 VAC;
output: 12 VDC / 1.0 amp.

9116 Plug-in transformer, input: 120 VAC;
output: 16 VAC / .7 amp.

9124 Plug-in transformer, input: 120 VAC;
output: 24 VAC / . 4 2  amp.

Model 9112D Model 9112 / 9124 Model 9116

NOT TO SCALE - TECHNICAL DATA SUBJECT TO CHANGE WITHOUT NOTICE

Model 10318Model 10305 LAModel 10306 LA

1.61”
41

2.79”
71

.15”
4

.44”
17

ROFU
®
 TRANSFORMERS, RECTIFIERS

AND CURRENT TRANSFERS
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10305-LA 2 pin Rating — 1.5 amps 42 V

10306-LA 3 pin Rating — 1.5 amps 42 V

10318 Door Cord, flexible, stainless, for cable up
to Dia. 22" (5.75mm) length 12" (300mm)



ROFU 3810 Cabinet lock 
 

Standard Features: 
 

Reversible Fail Safe / Fail Secure  
Reversible 12/24 VDC  
Door/Drawer Position Monitoring, w/ built in Reed switch 
Bolt Monitoring, w/ built in bolt monitor 
 
500 lbs holding force
Dimenstions: 3 3/16” (H) x 1 1/8” (W) x 1 1/8” (D) 

ROFU 9148 Inline Controller 
 

Standard Features: 
 

Designed to drop any voltage up to 50 VAC down to 
12VDC.   
Simple installation! 2 wires in and 2 wires out!   
 
The must for any locksmith van! 
Max  .5A 
 
Dimensions 
2” x 13/16” x 11/16” 

ROFU 1005 

ROFU 1005 Rectifier 
 

Full Wave Bridge Rectifier.  
Will Convert your AC Voltage to DC 
Rated for 8 to 24VAC  Max .5A 
Dimensions 
3/4” x 25/64” x 3/16” 

ROFU
®
 CABINET LOCK, RECTIFIER

AND INLINE CONTROLLER
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ROFU
®
 ROTEK-20

ACCESS CONTROL

SYSTEM FEATURES:

• Programmable codes of 1-6 digits long.
• Fraud prevention.
• Form ”C” relay output:
• EEProm memory chip (no code loss during power outages)
• Lighted keypad
• Special option mode to change the following variables:

• Limited access to certain user codes.
• Keypad light control.
• Keypad Dimensions 4" x 21/2" x 5/8"

• 1-99 second output timing to strike or magnet.
• 1-99 second output timing from an optional

remote push button. (not supplied with system)
• Accepts 12 or 24 VAC or VDC
• No additional power supply needed to strike or magnet.

2 sets of connections must be made to complete a system; one set for power
and one set to the “C” form relay output to the release.  An option is to wire in a
remote push button.

Programming is done via the keypad, using the “master code” method.

OPTIONAL ACCESSORIES:

• 12’ extension, specify  part 49100

Terminal Block

49100

The Rotek-20 single door, 20 user code access control system offers a conve-
nient and reliable method of access control in a wide range of applications.

The Rotek-20 is designed to work with a variety of releases, including electric
strikes and electromagnetic locks.  Installation and use are simple, even though
the features of the system are quite sophisticated. The Keypad is weather resis-
tant and allows for indoor and outdoor installation.

The system consists of 2 parts, a keypad and a small terminal block that can be
installed for example inside an electrical junction box; the 2 parts are connected
by inserting a telephone jack coming from the keypad into the terminal block.
2’ cable supplied.

Made in the USA
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ROFU
®
 9102 POWER SUPPLIES

MODEL 9102-12D-UL — 2 Amp Power Supply (UL Listed)

MODEL 9102-24D — 1 Amp Power Supply (non UL)

Standard Features

NOT TO SCALE - TECHNICAL DATA SUBJECT TO CHANGE WITHOUT NOTICE
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ROFU
®
 4300 120 User KeyPad

•  Housing Dimensions 8 1/2" x 8 3/4" x 3 1/8"

•  Filtered and Regulated Output

•  Short Circuit Protection

•  Battery Charging Output



ROFU
®
 POWER SUPPLY

MODEL 9175

NOT TO SCALE - TECHNICAL DATA SUBJECT TO CHANGE WITHOUT NOTICE

MODEL 9175 — 12VDC or 24VDC Power Supply

Specification
•  UL listed Access Control (UL294).
•  CSFM approved - California State Fire Marshall. (pending)
•  MEA approved - NYC Dept. of Buildings 18-98-E. (pending)
•  Interfaces with a fire control panel; manual reset standard.
•  Switch selectable 12VDC or 24VDC power limited output.
•  Class 2 rated.
•  1.75 amps continuous supply current @ 12VDC or 24VDC.
•  Filtered and electronically regulated output.
•  Aux relay output: (form “C”, 1 amp, 28VDC).
•  AC Fail output relay (form “C” 1 amp, 28VDC).
•  Maximum charge current: 400mA.
•  Built-in charger for sealed lead acid or gel type batteries.
•  Automatic switch over to stand-by battery when AC fails.
•  AC input and DC output LED indicators.
•  Thermal overload protection.
•  Short circuit protection.
•  Includes battery leads.

•  Enclosure Dimensions: 15.5"H x 12"W x 4.5"D

ROFU 9175

Access Control Power Supply / Charger

Overview
The ROFU 9175 power limited power supply/charger will convert 115VAC / 60Hz input, into
two individually PTC protected 12VDC or 24VDC outputs, (see specifications).

They are intended for use in applications requiring UL Listing for Access Control (UL294) and
applications requiring an interface with Fire Alarm Control Panel.

Made in the USA

115



ROFU
®
 PUSH BAR

MODEL 9500

For Use with Fail Safe Locking Devices

Standard Features
•  Equipped with two micro switches; will engage with

minimal bar movement.

•  Heavy Duty Aluminum extrusion and a specially designed slide

mechanism insure problem free operation, even on

high usage doors.

• Supplied with ROFU 12” Stainless Flexible Door Cord # 10318.

•  Special key (supplied in hardware kit) can either permanently

put the bar in a closed or open position.

•  Limited Warranty - 12 Months

•  Dimensions for 9500x32: 31 1/2" L x 2 11/16"D x 2 1/4" H

•  Dimensions for 9500x36: 34 1/2" L x 2 11/16"D x 2 1/4" H

9500-32 Dim. 31 1/2"L x 2 11/16"D x 1/4"H
9500-36 Dim. 34 1/2"L x 2 11/16"D x 1/4"H

9500 SERIES - Specifications

COLOR CODED SWITCH WIRES:
SWITCH # 1 COMMON=BLACK N.O.=WHITE N.C.=RED
SWITCH # 2 COMMON=GREEN N.O.=BLUE N.C.=YELLOW
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ROFU® International Corp. 
Electromagnetic Lock  & Hold Open Magnet  

Cross Reference 
May 1, 2006 

 

01/06 

These cross reference charts are based on current information available to us.  The manufacturers listed might have    
current list.  Information is subject to change without notice, and is intended for reference purposes only.  
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ROFU® Electromagnetic Locks  
ROFU Rutherford Securitron SDC Locknetics 

8000 8360 M34R 1591 320M 

8003S 8375 - 1583 - 

8003F - - - - 

8003M 8365 - - - 

8005 8371 M32/M38 1585 320 

8005-001 8371 SCS LSS  - - 320 DSM MBS 

8011-LC 8310 M62/M68 1571 390+ 

8011-LC-TD 8310 - - 390+ RTD 

8011-002 8310 SCS LSS  M68LST 1511 DPS BAS 390+ DSM MBS L1 

8011-002 DS 8310 SCS LSS DSS M68DLST  390+ DSM MBS L1 

8011-003     

8022-002 8320 SCS LSS  DM62SCL 1512 DPS BAS 392 DSM2 MBS2 L2 

8025 8372   322 

8031-002 - - - GF3000 DSM MBS 

8035  SAM   

8035-002  SAMSC   

8040 - M62FG 1576 390G 

8040-002 8380 M62SCFG - 390 DSM MBS 

8122-002 - - - - 

 ROFU® Hold Open Electromagnetic Locks  
ROFU Dorma Rixon Yale Norton 

8900 EM-503 FM 998 5933 6933 

8910 EM-504 FM 997 5934 6934 

8920 EM-501 FM 980 5931 6931 

Faceplate Size Jamb Type ROFU® Models 
1 1/4” x 2 3/4” Aluminum or Metal 1507 (T-Strike) 

1 1/4” x 4 7/8”  Aluminum or Metal 1402 / 1450 / 3402 / 3450 

1 1/4” x 4 7/8”  Wood, Aluminum or Metal 1702 / 1802 / 2402 

1 1/4” x 4 7/8”  Aluminum or Metal 1430 / 1440 / 3430 / 3440 (Below Centerline) 

1 1/4” x 5 7/8” Wood 1401 / 1501 / 1505 / 1701 / 3401 

1 1/8” x 5 7/8” Wood, Aluminum or Metal 1508 

1 1/4” x 6 7/8” Aluminum or Metal 1403 / 1703/ 1803 / 3403 

1 7/16” x 7 15/16”  Wood, Aluminum or Metal 1404 / 1509 / 1704 / 1804 / 2404 / 3404 

1 3/8” x 9” Wood, Aluminum or Metal 1460 / 1470 / 3460 / 3470  

1 3/4” x 9 7/16” Wood, Aluminum or Metal 1960 / 3960 (Rim Mount for Panic Bar) 

Rim Narrow Wood, Aluminum or Metal 1512 (For Night Latches) 

These cross reference charts are based on current information available to us.  The manufacturers listed might have a more    
current list.  Information is subject to change without notice, and is intended for reference purposes only.  



• Prices are subject to change without notice. 
• Credit terms are net thirty (30) days from date of invoice to customers with approved credit.  Interest at the rate of 1.5% per   
  per month (APR 18%) may be charged on all past due accounts.  In the event of failure to pay any amount due ROFU®  
  International Corporation, all collection costs and/or attorney’s fees incurred in attempts to collect any such amounts  
  shall be paid by customer. 
• A discount of 5% will be granted to customers who pay within ten (10) calendar days from the date of invoice.  Discount does 

not apply to International, COD or credit card customers. 
• Customers who do not have an open account will be shipped on COD or must pay in advance with a credit card. 
• Title passes to the customer upon delivery of merchandise to the carrier.  Loss and/or damage claims must be filed with the 

delivering carrier within 48 hrs of delivery.  Packaging & packing material must be retained for use with the claims. 
• A Return Authorization Number (RA#) must be obtained from ROFU® before any product can be returned.  The RA# must be 

clearly marked on the outside of the box, or the box will be refused by our warehouse.  Customer must prepay transportation 
charges and insurance on all returned merchandise. 

• Repair, Replacement or Credit will be issued by ROFU® International Corporation at its option for merchandise with a defect 
in material or workmanship or for shipments made in error. 

DISCLAIMERS / ROFU POLICIES 
• The reference charts included in this price list were prepared based on information available to us at the time of printing.  The 

manufacturers shown have more accurate data available for your use.  The charts are intended for reference purposes; they 
are subject to change without notice. 

• ROFU, FAFIX and KEYMAX are registered trademarks of ROFU® International Corporation and may not be used without the 
prior written consent of ROFU International Corporation.   

• ROFU® is not responsible for typographical errors included in this price list.    
• Deliveries: Delivery time based on our best estimate, and can not be guaranteed or legally binding. 
• Drop Shipments: Drop shipments may be subject to a 10% surcharge; minimum order handling charges will be added when 

applicable. 
• Minimum Order: Handling charges will be added to ALL orders under $100.00 net.  
• Some ROFU products are RoHS compliant, please call if you have questions. 
• Some ROFU products are UL listed in the USA and Canada, please call if you have questions. 

     ROFU® TERMS 

02/08 

ROFU® Electromagnetic Lock Limited Lifetime Warranty  / ROFU® Electric Strike Warranty 
ROFU® International Corp. warrants its products to be free from defects in material and workmanship when they have been 
installed in accordance with ROFU’s® instructions and maintained and used and not been modified or tampered with.  ROFU® 
International Corp. does not assume any responsibility for damage to persons or property due to improper care, installation, 
storage, abuse or acts of God.  This warranty is limited to the original purchaser and is not transferable. 
 

ROFU’s® liability is limited to the repair or at ROFU’s® option the replacement of the defective product or part thereof.  Any  
repaired or replaced product shall be warranted to the original purchaser only for the duration of the un-expired portion of the  
original warranty.  ROFU® shall in no event be liable for any direct, indirect, economic or consequential damages.  ROFU®  is not 
responsible for any charges incurred for field service or installation. 
 

ROFU® Electromagnetic Lock Limited Lifetime Warranty: ROFU® warrants only to the end user of the electromagnetic locks 
that the magnetic block will be free from defects in material and workmanship for the lifetime of such electromagnetic lock.   
 

ROFU® PC Board Limited 18 month Warranty: ROFU® warrants only to the end user of electromagnetic locks that the PC Board 
will be free from defects in material and workmanship for a period of 18 months from the date of shipment. 
 

ROFU® Electric Strike & Accessories Warranty: ROFU’s® warranty shall expire three years from the date of shipment for    
electric strikes and one year from the date of shipment for all other catalog items and for electronic components.  
 

As a condition for the performance of this warranty, a purchaser shall upon first discovery of any claimed defect deliver the  
subject merchandise or part asserting a claim pursuant  to this warranty within 30 days after first discovery of any claimed defect 
to: ROFU® International Corp..  A return authorization (RA#) must be obtained from ROFU®  before product can be returned.  To 
obtain a return authorization (RA#) contact ROFU® at 800-255-7638 or via email at techhelp@rofu.ws. 
 

ROFU® shall not be liable to the purchaser or anyone else for damages, including but not limited to consequential damages and 
damages by reason of injury to any person, due to any defect in or malfunction of the product or any part or parts thereof, or for 
any other reason. 
 

EXCEPT AS STATED ABOVE, ROFU® MAKES NO WARRANTIES WHATSOEVER EITHER EXPRESS OR IMPLIED AS TO 
ANY MATTER INCLUDING WITHOUT LIMITATION THE CONDITION OF ITS PRODUCTS, THEIR MERCHANTABILITY OR 
THEIR FITNESS FOR ANY PARTICULAR PURPOSE. 




